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USW-Aggregation-Pro



Dimensions 442 x 325 x 44 mm (17.4 x 12.8 x 1.7")

Weight Without Mount: 4.6 kg (10.14 lb)

With Mount: 4.7 kg (10.36 lb)

Enclosure Material SGCC Steel

Total Non-Blocking Throughput 380 Gbps

Switching Capacity 760 Gbps

Forwarding Rate 565.44 Mpps

Max. Power Consumption 100W

Power Method (1) Universal AC input, 100-240VAC, 2A Max, 50/60 Hz

(1) USP-RPS DC input, 11.5VDC, 8.7A

Power Supply AC/DC, Internal, 100W

Networking Interfaces (28) 1/10 Gbps SFP+ Ethernet

(4) 1/10/25 Gbps SFP28 Ethernet*

 
*The four SFP28 ports don't support mixed speed at 25Gbps mode. Once one of the SFP28 ports is con�gured at 25Gbps mode, the others will be limited at 25Gbps too.

The SFP28 ports only support mixed speed when all ports are at 1Gbps or 10Gbps.

LCM Display (1) 1.3" Touchscreen

Bootup Animation: Bootup in Progress

Firmware Upgrade Icon: Firmware Upgrading

Steady White: Factory Defaults, Awaiting Adoption

Steady Blue: Device is Adopted

LEDs SFP28/SFP+: White, Link and Activity

Management Interface Ethernet In-Band

Modes SMB Layer 3 10/25 G Fiber Switch

ESD/EMP Protection Air: ± 16kV, Contact: ± 12kV

Operating Temperature -5 to 40° C (23 to 104° F)

Operating Humidity 10 - 90% Noncondensing

Certi�cations CE, FCC, IC

Mechanical

Hardware
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UniFi Aggregation Switch Pro

B uild a nd e x pa nd y our  ne tw or k  w ith the  U niFi®  S w itch,  pa r t of  the  U biquiti N e tw or k s ®  U niFi

Ente r pr is e  S y s te m.  The  U niFi S w itch,  mode l U S W-Ag g r e g a tion-P r o,  is  a  config ur a ble  10G  fibe r

L a y e r -3 s w itch.  I t offe r s  28 10G  S FP + fibe r  link s  to y our  de v ice s  a nd 4 25G  S FP 28 fibe r  uplink

options  to y our  e nte r pr is e  ne tw or k .

The  U S W-Ag g r e g a tion-P r o fe a tur e s  a  1. 3"  touch L CM.  The  L CM pr ov ide s  cur r e nt s w itch s ta te s

a nd the  ne ce s s a r y  infor ma tion y ou ne e d for  quick  dia g nos is .

Ma na g e d a nd config ur e d by  the  U niFi Contr olle r  w ith U niFi Mobile  a pp s uppor t,  the  U niFi

S w itch offe r s  a n e x te ns iv e  s uite  of  a dv a nce d L a y e r -3 s w itching  pr otocols  a nd fe a tur e s ,

including  ope r a tion mode  ( s w itching ,  mir r or ing ,  or  a g g r e g a te )  pe r  por t,  I nte r -VL AN  r outing ,

s ta tic r outing ,  a nd D H CP  s e r v e r.  The  U niFi Contr olle r  a nd mobile  a pp a llow  a dmins  to

config ur e  a nd monitor  v ir tua lly  a ll of  the  s w itch fe a tur e s  in a  g r a phica l us e r  inte r fa ce  fr om

a ny w he r e .

R P S  D C input is  a  ne w  fe a tur e  on U S W-Ag g r e g a tion-P r o,  this  D C input pr ov ide s  r e dunda nt

pow e r  w he n the  s w itch is  conne cte d to U S P -R P S  ( U niFi S ma r t P ow e r  R P S )  v ia  R P S  D C input.

Whe n the  s w itch's  inte r na l P S U  is  off,  the  S w itch function ca n k e e p w or k ing  by  ba ck up pow e r

fr om the  U S P -R P S  input por t.


